
I N T E R N A T I O N A L

7  I N C H  R U G G E D I S E D  W A T E R  R E S I S T A N T  Q U A D  M O N I T O R

7  I N C H  WAT E R  R E S I S TA N T 
Q U A D  M O N I T O R

W r i t i n g  a  V e h i c l e  S p e c i fi c a t i o n ?
“ I S S  7  i n c h ,  w a t e r p r o o f ,  q u a d  m o n i t o r  w i t h  3  y e a r  w a r r a n t y  o p t i o n .”
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Model  shown with opt ional  Ant i - Glare  Hood
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The ISS- C-MQ7 is  the latest  in  mobi le  CC T V 

technology. 

The 7” water  res istant  quad monitor  has 

been developed to  combat  the re l iabi l i t y 

i ssues  so of ten encountered with r ival 

produc ts.

By  incorporat ing into the design an 

a luminum housing,  our  monitor  has  been 

engineered to  thr ive  in  the most  demanding 

environments,  whi lst  maintaining the 

highest  standard in  image qual i t y.

Demonstrat ing our  confidence in  the 

re l iabi l t y  and ruggedness  of  the produc t ,  a  3 

year  warrant y  is  avai lable.

The information contained in this document was correct to the best of our knowledge, at the time of printing. However, specifications may change at any time without prior notice.

MONITOR SPECIFICATIONS

Screen Size: 7 Inch

Resolution: WVGA (800 x 480)

Aspect Ratio: 16 x 9

Brightness: 250cd/m2

Contrast Ratio: 400:1

View Angle (L/R/U/D): 700/700/450/550

Current: 450mA (DC 12V)

Power Consumption: 7.8W at 12V

Input System: NTSC/PAL

Frequency NTSC: H:15.734kHz/V:59.94Hz

Frequency PAL: H:15.625kHz/V:50Hz

Input Video Signal: Composite Video (CVBS)

Operating Temperature: -100C ~ +500C

Weight: 780g

OPTIONS: CODE:

Anti-Glare Hood ISS-C-MQ7H

Heavy Duty Bracket ISS-M-MB1

5m Extension Cable ISS-C-CC5M

For  more information contac t  :  I nnovative S afet y Systems Ltd   Hotchkiss  Way Binley  Industr ia l  Estate  Coventry  CV3 2RL

Telephone:  +44 (0)2476 442699     emai l :  sa les@iss- internat ional .co.uk


